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Outdoor High Speed Dome 26X A SAMART COMPANY
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Key Features

@ 1/4” Sony CCD, Dighal Signal Processing(DSP),480TVLines
® Bullt-In 26x zoom lens f=3.5-81mm

® Day/Might & Auto IR cut filter

@ S/N more than 50dB

@ Full metal structure

Technical Specifications

1/4" Sony Ex-view HAD CCD
PAL:752(H)x582(Y)
PAL Color System
480TY Lines
>530dB
26x Optical zoom lens 1=3.5-91 mm
12x Digital zoom
Day/Night model and Auto IR cut Color: 0.7Lux/F1.4 BW: 0.01Lux/F1.4
Auto/Manual
Auto/Manual
Auto, ATW, Manual
1/50-1/10,000(PAL),1/60-1/10,000(NTSC)
0.45
INT/LL
1.0¥p-p75 Ohm, sync negative polarity
Horlzontal: 0.1 °-180°%s, Verlical :0.1°-90%/s
Horizontal: 0 °~ 360 “continuous pan rotation
-2°-92° (auto fip dome rotation)
300%s
Stepping motor
80/128 presets, SLines Auto scan, 8Lines auto four, SLines pattern,
8 zones privacy masking, 7 alarm nput/ 1 alarm relay output
RS485, protocol PELCO-D, PELCO-P
AC24V/2A
30W(for heater)
1200bps 2400bps 4800bps 9600bps
P67
<90 (without condenser or heater)
8Kg

Spedifications are subjected to change without prior notice.



