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WDR Day/Night Dome Camera
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Key Features
1/3"DP5 (Digital Phead systemn)
High Resolution. 540TVLines
Day & Night (ICR) (Optional)
Privacy masking function (Optional)
DOn—sareen Meru Control (OSD)
Super Dynamic Range: 101dB Typical, 120dB maximum
Workl's First Super Wide Dynamic Color Dome Camera using DPS

Technical Specifications

kmage Sensor
Signal system
Effective Pixels
Resolution

Minimumn Eumination

S/N Ratio

Dynamic Range

Corirol Method

White Balance

Privacy masiing function
Day & Night funclion No
Auto White Balance Range

Sync mode

Video Oulput

Power Supply

Power Consumption
Operaling Temperahre
Weight

1/3" DPS(Digital Pixel System)
PAL or NTSC Color sysiem
PAL 720(H)x540(V)
Horizontal Resolution:S40TYLines
Vertical Resolution400 TV Lines
0.5Lux/F1.2; 0.08Lu/F1.2(Slow Shutter) OLux(with IR-LED on)
More than 48d8
120dB meodmum
DIP Switch and OSD Menu
AWB/ATW/ATW LIMT/ATW DESAT/MANUAL Seclectable
Up to 12 Zones (OptionaD
Yes,with removable IR-Cut Filter
ATW 2000K 1o 11,000K
Yes
Adlustable
INT/LL.
Detalied for order guldance
1.0Vp—p,73 Chm, sync negative polarity
DC12v/AC24Y
4.5W(Max)
=10 o +50 RHOS%MAX

330g

Spedfications are subjected to change without prior notice.



