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Key Features

® 1/3”DPS (Digital Pixel system)

@® High Resolution: 540TVL

@ Day & Night (ICR) (Optional)

® Super Dynamic Range: 101dB Typical, 120dB maximum
@® O0SD programmable setting

® 12VDC/24VAC

Technical Specifications

Image Sensor
Signal system
Effective Pixels
ResolutionHorizontal

Minimum Hlumination
S/N Ratio

Dynamic Range
Control Method

White Balance

Auto White Balance Range
AGC

Video Output

Gamma Correction
Sync mode

Lens Mount

Auto Iris

Power Supply

Power Consumption
Operating Temperature
Weight

1/3” DPS (Digital Pixel System)
PAL
PAL : 720(H)x540(Y) ; NTSC : 720(H)[1540(V)
Resolution : 540TV Lines
Vertical Resolution : 400 TV Lines
0.5Lux/F1.2; 0.08Lux/F1.2(Slow Shutter, OLux(with IR-LED)
More than 48dB
120dB maximum
0SD Function Control
AWB/ATW/ATW XTEND/ATW DESAT/MANUAL Selectable
2000K to 11,000K
Adjustable
1.0-1.2Vp-p adjustable,75 Ohm, sync negative polarity
Adjustable
INT/LL
CS/C with Ring
DC/VIDEO
12VYDC/24YAC
4.5W(MAX)
=10 to +50 RH95%MAX
500g

Specifications are subjected to change without prior notice.



